












SCOPE OF WORK 
for 

Circle Interchange (I-90/94 and I-290/Congress Parkway) 

CONTRACT 62A76 
NB I-90/94 

Section 2015-019R 
Job Number C-91-310-15 

PTB 163-001 

June 21, 2019 

This improvement consists of the reconstruction of Northbound I-90/94 from Roosevelt Road to Madison 
Street and resurfacing of Northbound I-90/94 from Madison Street to Lake Street. The limits of work on 
Northbound I-90/94 are estimated to be from south of Roosevelt Road to north of Lake Street. The 
estimated length of improvement is approximately 7,508’. The work also includes retaining wall 
construction, drainage, underpass, and City street lighting, signing, traffic control and protection, 
landscaping, urban enhancements and pavement markings.  

Permanent roadway and shoulder pavement will be constructed along Northbound I-90/94, Roosevelt 
Street Entrance Ramp, Taylor Street Entrance Ramp, the Northbound Collector-Distributor (C-D) Road, 
Jackson Boulevard Entrance Ramp, Adams Street Entrance Ramp, Madison Street Exit Ramp, 
Washington Boulevard Exit Ramp, Lake Street Exit Ramp, Randolph Street Exit Ramp, Ramp WN, Ramp 
EN, and Ramp EN Slip Ramp.  In addition, an IDOT maintenance parking lot is proposed under I-290 
east of NB I-90/94.  Temporary pavement will be constructed along NB I-90/94 and some of the ramps for 
maintenance of traffic purposes. The temporary pavement will be installed in the Pre-Stage, Stage 1 and 
Stage 3 and will be removed after approximately 2 years. 
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CONCRETE BARRIER

HOT-MIX ASPHALT PAVEMENT, 3" TO 7"

POROUS GRANULAR EMBANKMENT, SPECIAL, 0" TO 36"

STABLIZED SUBBASE, 4"

CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"

Q
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K
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C

D

E

F

G

H
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J

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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LANE

1.5'

0'-12'

VARIES

0'-5'

VAR

2.5'

2.5'

VARIES11' 11'

 

 

3.4'-4.6'

VARIES

2'

4'-18'

VARIES

LANE

12'

LANE

12'

LANE

12'

 

50'

 

8'

SHLDR

SHLDR

18.9'-13.8'

VARIES

LANE 2

11'

LANE 1

11'

18'-15.6'

0'-1.3'

VARIES
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I-90/94

TYPICAL SECTIONS
MKW

TTP

JMG

STA 6120+44.61 TO STA 6121+59.43

PR \ NB I-90/94

EX \ NB I-90/94

I J E

ABG

VARIES
VARIES VARIES

VARIES

(LOOKING NORTH)

EXISTING TYPICAL SECTION

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

I

C

F J

E

C F

 

NB I-90/94

PR \ NB I-90/94

LANE 1

12'

LANE 2

12'

LANE 4

12'

LANE 3

12'

VARIES VARIESVARIES VARIES

STA 6114+64.26 TO STA 6119+92.46

PR \ NB I-90/94

 

MAINLINE

VARIES VARIES VARIES

VARIES

ENTRANCE

16'

 

8'

TAYLOR

ENTRANCE

EX GROUND

E F

PR \ RAMP NW

VARIES
VARIES

L B K O

VARIES

F

E

RAMP NW

J

C

N

 

RAMP NW

7

6

9

4

6

97

4

PR \ RAMP NW

1931 419 3 14

19 3 14

R
E

T
. 

W
A

L
L

R
E

T
. 

W
A

L
L

EX RETAINING WALL

(SN 016-1169)

EX RETAINING WALL 34

 

VARIES

 

VARIES

PR \ SB I-90/94

VARIESVARIESVARIESVARIES

(BY OTHERS, CONTRACT 62A77)

PR SB I-90/94

SHOULDER

VARIES 14'-19'

LANE 1

11'-12'

LANE 2

11'-12'

LANE 3

11'-12'

SHOULDER }

14'

} BEGIN FUTURE MANAGED LANE STA 6111+00.00

ENTRANCE RAMP

PR \ TAYLOR 

N

PR \ NB I-90/94

14.0' - 10.3'

VARIES

02 (SN 016-Z024)

EX RETAINING WALL

VARIES
VARIES

BEGIN STA 6115+23.71
PR \ TAYLOR ENTR RAMP

 

TAYLOR

WALL 01

PR RETAINING

(SN 016-1169)

WALL 34

EX RETAINING 

EX R0W

02 (SN 016-Z024)

EX RETAINING WALL

* * * *

*
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

R

S

EXISTING

GROUND SURFACE (ASSUME EXISTING 10" TOPSOIL DEPTH)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.24

HOT-MIX ASPHALT MEDIAN SURFACE, 4"

AGGREGATE SURFACE COURSE

PORTLAND CEMENT CONCRETE SHOULDERS, 11"

CONCRETE MEDIAN SURFACE

SUBBASE GRANULAR MATERIAL, 8"

PORTLAND CEMENT CONCRETE PAVEMENT, 7" TO 10"

AGGREGATE SUBGRADE 12"

SUBBASE GRANULAR MATERIAL, 4"

TEMPORARY PAVEMENT

HOT-MIX ASPHALT SHOULDERS, 10" TO 13"

SUBBASE GRANULAR MATERIAL, 12"

CONCRETE BARRIER BASE

CONCRETE BARRIER

HOT-MIX ASPHALT PAVEMENT, 3" TO 7"

POROUS GRANULAR EMBANKMENT, SPECIAL, 0" TO 36"

STABLIZED SUBBASE, 4"

CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"

Q

P

O

N

M

L

K

A

B

C

D

E

F

G

H

I

J

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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LANE

1.5'

0'-12'

VARIES

35'-144'

VARIES

VARIES

12'-20'

 

 

3.4'-4.6'

VARIES

2'

4'-18'

VARIES

LANE

12'

LANE

12'

LANE

12'

0'-14'

VARIES

GORE

0'-12'

VARIES

11'-22'

VARIES

0'-11'

VARIES

SHLDR SHLDR

 

11'

 

11'

LANE 1

11'
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31
I-90/94

TYPICAL SECTIONS

5

MKW

TTP

JMG

(LOOKING NORTH)

EXISTING TYPICAL SECTION

STA 6121+59.43 TO STA 6138+60.62

PR \ I-90/94

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

PR \ NB I-90/94

LANE 1

12'

LANE 2

12'

2'-14'

VARIES

5'-14'

VAR

STA 6119+92.46 TO STA 6128+29.23

PR \ NB I-90/94

VARIES VARIES VARIES VARIES VARIES

0'-16'

VARIES

LANE 4

12'

LANE 3

12'

VARIES

 

MAINLINE

2.0% 2.0% 2.0%

12'-16'

VARIES

GORE

PR \ RAMP NW

ENTRANCE

 

TAYLOR

EX R0W

EX \ NB I-90/94

I J E

ABG

VARIES
VARIES VARIES VARIES

I

C

F J

E
C F

 

NB I-90/94

EX GROUND

PR \ RAMP NW

VARIES
VARIES

L B K O

VARIES

E F

EF

N

RAMP NW

JC

CO

N

 

RAMP NW

6

97

4

1931 419 3 14

(SN 016-1720)

EX RETAINING WALL 01

(SN 016-1720)

EX RETAINING WALL 01

6

7

4

9

PR \ NB I-90/94

13.3' TO -10.3'

VARIES

DETAIL A

SEE DETAIL A

6

9 7

4

9

7

6

4

21

STA 6120+44.59 TO STA 6121+95.31

MEDIAN BARRIER FROM:

EX GROUND

02 (SN 016-Z024)

EX RETAINING WALL

ENTRANCE RAMP

PR \ TAYLOR 

VARIES VARIES

VARIES
VARIES

VARIES EX GROUND

ACCIDENT INVESTIGATION SITE

VARIES

2 3 4

TEMP (TBR)

6128+99.50-6132+72.28

(SN 016-1163)

EX RETAINING WALL 04

6128+99.50-6132+72.28

(SN 016-1163)

EX RETAINING WALL 04

* * * * * * * *

2 2

PR \ TAYLOR ENTR RAMP

COUNTY

ILLINOIS FED. AID PROJECT
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

R

S

EXISTING

GROUND SURFACE (ASSUME EXISTING 10" TOPSOIL DEPTH)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.24

HOT-MIX ASPHALT MEDIAN SURFACE, 4"

AGGREGATE SURFACE COURSE

PORTLAND CEMENT CONCRETE SHOULDERS, 11"

CONCRETE MEDIAN SURFACE

SUBBASE GRANULAR MATERIAL, 8"

PORTLAND CEMENT CONCRETE PAVEMENT, 7" TO 10"

AGGREGATE SUBGRADE 12"

SUBBASE GRANULAR MATERIAL, 4"

TEMPORARY PAVEMENT

HOT-MIX ASPHALT SHOULDERS, 10" TO 13"

SUBBASE GRANULAR MATERIAL, 12"

CONCRETE BARRIER BASE

CONCRETE BARRIER

HOT-MIX ASPHALT PAVEMENT, 3" TO 7"

POROUS GRANULAR EMBANKMENT, SPECIAL, 0" TO 36"

STABLIZED SUBBASE, 4"

CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"

Q

P

O

N

M

L

K

A

B

C

D

E

F

G

H

I

J

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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MAINLINE

 

NB C-D ROAD

2'-10'

VARIES

GORE

0'-7.3'

VAR

0'-16'

VARIES

2'-11'

VARIES

0'-10'

VARIES

11'-12'

VARIES

11'-12'

VARIES
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32
I-90/94

TYPICAL SECTIONS
MKW

TTP

JMG

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

STA 6128+29.23 TO STA 6131+89.99

PR \ NB I-90/94

PR \ NB I-90/94

LANE 1

12'

LANE 2

12'

LANE 4

12'

LANE 3

12'

3.8% 3.8%
3.8%

3.8%
VARIES

VARIES

 

14'

3.8%

GORE

2.0% 2.0%
2.0%

VARIES
VARIES VARIES VAR

VARIES

7'-8'

VAR

EXIT

EXIT

12'

0'-12'

VARIES

0'-20'

VARIES

 

RAMP NW

 

RAMP NE

PR \ RAMP NW

7

6

9 4

6

97

4

1931 4

19 3 14

19 3 14

PR STORAGE TANK

PR SRSPR SRS

EX 4.5'x5' MAIN DRAIN

PR 60" STORM SEWER

2'
12'

*
*

*

6128+99.50-6132+72.28

(SN 016-1163)

EX RETAINING WALL 04

2

PR \ NB C-D ROAD

COUNTY

ILLINOIS FED. AID PROJECT

    

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
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20.0000 ' / in.=PLOT SCALE
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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TYPICAL SECTIONS
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JMG

(LOOKING NORTH)

EXISTING TYPICAL SECTION

STA 6138+60.62 TO STA 6147+70.77

PR \ NB I-90/94

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

PR \ NB I-90/94

VARIES VARIESVARIES VARIES

STA 6131+89.99 TO STA 6139+26.76

PR \ NB I-90/94

 

12'

4.0%

LANE 1 LANE 2 LANE 3 LANE 4

12'

VARIES

12'

VARIES

12'

VARIES

12'

VARIES**** ** **

2'-6'

VAR

4.0% VARIES

VARIES

VARIES
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F M
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I M

EX \ NB I-90/94
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PD A C G EH

EX GROUND

EF F
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E
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EX \ INTERIM RAMP EN
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(SEE STRUCTURAL PLANS)
SN 016-1707 PIER 2

EX \ RAMP SE

 

NB I-90/94
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SN 016-1814
EX RET WALL NO. 23

SN 016-1839
EX RET WALL NO. 22B

E
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9 4
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4

1931 419 3 14

EX \ SB I-90/94
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7

69 4

DETAIL A

  STA 6137+60.77 TO 6139+26.76
** LANE TAPER FROM 12' TO 11' 

PR \ NB I-90/94

10.3' TO 50.7'

VARIES

* * * * *

8'-10'

VARIES

   STA 6135+66.11 TO STA 6138+97.37

++ MAINTENANCE LOT FROM

STA 6135+66.11 TO STA 6138+97.37

MAINTENANCE LOT FROM

VARIES
*

32 4
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*

27 4
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10'-25'

VARIES

2 2

26
26

26

26

COUNTY

ILLINOIS FED. AID PROJECT

    

TOTAL

SHEETS

SHEET

NO.

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
                              

                              

SHEET    OF    SHEETS STA.          TO STA.           

  

COOK
jrmiller=USER NAME

20.0000 ' / in.=PLOT SCALE

6/18/2019=PLOT DATE

DESIGNED REVISED

REVISED

REVISED

REVISEDDATE

CHECKED

DRAWN

-

-

-

-

-

-

-

-

   

   

   

    

 

 

 D162A76-sht-Typical-01.dgn

p
w
:\
\

A
E

C
O

M
-

N
A
-

A
W

S
1
.a

e
c
o

m
o
n
l
i
n
e
.l

o
c
a
l
:A

E
C

O
M

_
D

S
0
2
_

N
A
\

D
o
c
u

m
e
n
t
s
\
0
1
 
A

m
e
r
i
c
a
s
\

T
r
a
n
s
p
o
r
t
a
t
i
o
n
\
6
0
2
6
9
9
3
8
 

C
i
r
c
l
e
\

P
h
a
s
e
_
I
I
\
0
0
0
_

C
A

D
\
0
0
6
_

R
o
a
d

w
a
y
\

S
h
e
e
t
s
\
6
2

A
7
6
 

C
o
n
t
r
a
c
t
\

D
1
6
2

A
7
6
-
s
h
t
-

T
y
p
i
c
a
l
-
0
1
.d

g
n

=
F
I
L

E
 

P
A

T
H

SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

R

S

EXISTING

GROUND SURFACE (ASSUME EXISTING 10" TOPSOIL DEPTH)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.24

HOT-MIX ASPHALT MEDIAN SURFACE, 4"

AGGREGATE SURFACE COURSE

PORTLAND CEMENT CONCRETE SHOULDERS, 11"

CONCRETE MEDIAN SURFACE

SUBBASE GRANULAR MATERIAL, 8"

PORTLAND CEMENT CONCRETE PAVEMENT, 7" TO 10"

AGGREGATE SUBGRADE 12"

SUBBASE GRANULAR MATERIAL, 4"

TEMPORARY PAVEMENT

HOT-MIX ASPHALT SHOULDERS, 10" TO 13"

SUBBASE GRANULAR MATERIAL, 12"

CONCRETE BARRIER BASE

CONCRETE BARRIER

HOT-MIX ASPHALT PAVEMENT, 3" TO 7"

POROUS GRANULAR EMBANKMENT, SPECIAL, 0" TO 36"

STABLIZED SUBBASE, 4"

CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"

Q

P

O

N

M

L

K

A

B

C

D

E

F

G

H

I

J

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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TYPICAL SECTIONS
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JMG

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

PR \ NB I-90/94

STA 6141+34.86 TO STA 6144+04.70

PR \ NB I-90/94

VARIES VARIES VARIES
VARIESVARIESVARIES

 

MAINLINE

LANE
 

4'

8.2'-16'

VARIES

PR \ RAMP EN

PR \ NB C-D ROAD

0'-5.6'

VAR

GORE
LANE
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LANE
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LANE

12'

LANE
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4.2%

ENTRANCE
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* * * * * *
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LANE 1
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4'

(BY OTHERS, CONTRACT 62A77)

PR SB I-90/94
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)

29

28

27

26

25

24

23

22

21

20

19

18

17

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1

22

23

24

25

DRAFT



LANE

12'

LANE

12'

0'-16'

VARIES

LANE

12'

LANE

12'

 

NB C-D ROAD

 

RAMP EN

ENTRANCE

16'

5.7'-11'

VARIES

0'-15'

VARIES

                     

  

   

     

 

17NONE 8

34
I-90/94

TYPICAL SECTIONS
MKW

TTP

JMG

(LOOKING NORTH)

PROPOSED TYPICAL SECTION

PR \ NB I-90/94

LANE 1

11'

LANE 2

11'

LANE 4

11'

LANE 3

11'

STA 6139+26.76 TO STA 6141+34.86

PR \ NB I-90/94

VARIES VARIES
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VARIESVARIESVARIES

PR \ RAMP NW

 

RAMP WN

 

MAINLINE
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VARIES

0'-16'
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GORE
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5.2%
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GORE
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DETAIL A

STA 6139+26.76 TO STA 6139+95.15

BARRIER FROM

SEE DETAIL A

8
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SEE DETAIL B

DETAIL B

STA 6139+26.76 TO STA 6140+04.56

BARRIER FROM
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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(LOOKING NORTH)

PROPOSED TYPICAL SECTION

PR \ NB I-90/94

LANE 1

11'

LANE 2

11'

LANE 4

11'

LANE 3

11'

STA 6144+04.70 TO STA 6147+02.10

PR \ NB I-90/94
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0'-8.2'
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RAMP EN
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2015-019R

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES
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STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"
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SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES
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CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED
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COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24
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PIPE UNDERDRAINS, TYPE 2, 6"
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CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"
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PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES
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POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION
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ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"
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TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,
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AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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SCALE:          

RTE.
SECTION

90/94/290

F.A.I.

6/21/19

1255

CONTRACT NO. 62A76

2015-019R

R

S

EXISTING

GROUND SURFACE (ASSUME EXISTING 10" TOPSOIL DEPTH)

COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.24

HOT-MIX ASPHALT MEDIAN SURFACE, 4"

AGGREGATE SURFACE COURSE

PORTLAND CEMENT CONCRETE SHOULDERS, 11"

CONCRETE MEDIAN SURFACE

SUBBASE GRANULAR MATERIAL, 8"

PORTLAND CEMENT CONCRETE PAVEMENT, 7" TO 10"

AGGREGATE SUBGRADE 12"

SUBBASE GRANULAR MATERIAL, 4"

TEMPORARY PAVEMENT

HOT-MIX ASPHALT SHOULDERS, 10" TO 13"

SUBBASE GRANULAR MATERIAL, 12"

CONCRETE BARRIER BASE

CONCRETE BARRIER

HOT-MIX ASPHALT PAVEMENT, 3" TO 7"

POROUS GRANULAR EMBANKMENT, SPECIAL, 0" TO 36"

STABLIZED SUBBASE, 4"

CONTINUOUSLY REINFORCED PCC PAVEMENT, 7" TO 13"

Q
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L
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F

G

H

I

J

NOTES:

3.

2.

1.

SEE BARRIER WALL DETAILS FOR ROADWAY BARRIER INFORMATION.

SEE JOINTING AND SUPERELEVATION PLAN.

FOR PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED) DETAILS,

SHOULDER ON THE HIGH SIDE OF THE SUPERELEVATION IS 8%.

THE MAXIMUM ROLLOVER BETWEEN THE PAVEMENT AND THE

*SEE SUPERELEVATION TRANSITION DETAILS FOR CROSS SLOPES

34

PROPOSED

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

STONE MATRIX ASPHALT, 12.5 N80 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

PORTLAND CEMENT CONCRETE PAVEMENT 8"

CONCRETE CURB, TYPE B

CONCRETE BARRIER BASE (SPECIAL NO. 1)

CONCRETE BARRIER, DOUBLE FACE, VARIABLE CROSS SECTION 42" HEIGHT

ITEM NOT USED

ITEM NOT USED

CONCRETE MEDIAN SURFACE, 4"

ITEM NOT USED

SPECIFIED) SEE JOINTING PLANS FOR ADDITIONAL INFORMATION

PCC PAVEMENT, PCC BASE COURSE, AND PCC SHOULDERS OF THICKNESS

TIE BARS PER STANDARD 420001-08 (INCLUDED IN PRICE FOR BID FOR

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED

ITEM NOT USED 

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

ITEM NOT USED

CONCRETE GUTTER TYPE A

TEMPORARY PAVEMENT (SEE TYPICAL SECTION SHEET    FOR DETAILS)

PIPE UNDERDRAINS, TYPE 2, 6"

(SEE EROSION CONTROL PLANS)

TOPSOIL FURNISH AND PLACE, 4" AND SEEDING OR SODDING,

CONCRETE BARRIER BASE

CONCRETE BARRIER, SINGLE FACE, 42 INCH HEIGHT

SUBBASE GRANULAR MATERIAL, TYPE C 4"

AGGREGATE SUBGRADE IMPROVEMENT 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4"

PORTLAND CEMENT CONCRETE SHOULDERS 11 1/4"

PORTLAND CEMENT CONCRETE PAVEMENT 11 1/4" (JOINTED)
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SCOPE OF WORK 
Jane Byrne Interchange (I-90/94 and I-290/Congress Parkway) 

Contract 62A77 
SB I-90/94 from Roosevelt Rd to Lake St/Madison St 

Section 2015-018R 
Job Number C-91-311-15 

PTB 163-001 

July 2, 2019 

This improvement consists of the construction of Southbound I-90/94 mainline from Roosevelt 
Road to Madison Street. It also includes construction of the following ramps: Southbound 
I-90/94 Madison Street Entrance Ramp, Southbound I-90/94 Exit Ramp to Jackson Boulevard,
Southbound I-90/94 Exit Ramp to Adams Street, Ramp East to South (ES), Ramp West to
South (WS), and Ramp South to West (SW) where it is combined with Ramp South to East (SE)
and the Southbound I-90/94 Exit Ramp to Taylor Street. This work also includes the
construction of Retaining Wall 34 (SN 016-1823) as well as modifications to existing Retaining
Wall 5 (SN 016-1164) and existing Retaining Wall 50 (SN 016-1189).

The length of improvement is approximately 8,815 ft. The work includes mainline pavement 
reconstruction, ramp pavement reconstruction, pavement resurfacing, pavement widening, 
Accident Investigation Site reconstruction, retaining wall construction, retaining wall 
modifications, drainage, detention storage tank construction, details around utilities and water 
tunnels, signing, traffic control and protection, lighting, ITS installation, landscaping, urban 
enhancements and pavement markings. 

Pavement resurfacing is proposed in the following location: 
- Southbound I-90/94 south of Madison Street to tie into existing pavement

Proposed final pavement will be constructed at the following locations: 
- Southbound I-90/94 between Madison Street and Roosevelt Road
- Southbound I-90/94 Madison Street Entrance Ramp bridge approach to Southbound

I-90/94 merge
- Ramp SW from Southbound I-90/94 to the Ramp SE and SB Taylor Exit Ramp split
- Southbound I-90/94 Access Road
- Ramp ES where it merges with Southbound I-90/94
- Ramp WS where it merges with Southbound I-90/94
- Accident Investigation Site between the Southbound and Northbound I-90/94 mainlines

Pavement widening is proposed in the following location: 
- Southbound I-90/94 north of Roosevelt Road to adjust the lane configuration to tie into

existing
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